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Project Outcomes Table
Applicants should provide project outcome data consistent with Table 3, define the project area used, and indicate if the project area changes based on the data table. For example, ridership data may be tracked between passenger stations on either side of the project area, while delays may be tracked according to railroad interlockings on either side of the project area. Applicants are encouraged to provide the requested data to the maximum extent practicable. Appropriate rounding or best estimates are acceptable in instances where precise data is unavailable or to account for possible uncertainty. 

Table 3. Project Outcomes.
	Ridership in the Project Area


	
	Current
	Projected

	Total Annual Ridership
	
	

	Annual Intercity Passenger Rail (IPR) Ridership
	
	

	Annual Commuter Passenger Rail (CR) Ridership
	
	

	Train Counts in the Project Area

	
	Current
	Projected

	Total Weekly Trains
	
	

	Weekly IPR  Trains
	
	

	Weekly CR Trains
	
	

	Weekly Freight Trains
	
	

	Operating Speeds in the Project Area

	
	Current, IPR

	Projected, IPR

	Current, CR

	Projected, CR


	Average Operating Speed (mph)
	
	
	
	

	Highest Maximum Authorized Speed (mph)
	
	
	
	

	Lowest Maximum Authorized Speed (mph)
	
	
	
	

	Average Scheduled Travel Time (Time/Trip)
	
	
	
	

	Infrastructure-Related Delay in the Project Area

	
	Current
	Projected

	Annual Delay Minutes Attributed to Infrastructure
	
	

	Annual Delay Incidents Attributed to Infrastructure
	
	

	Asset Condition

	Provide the percentage of the Total Project Cost that will support replacement, rehabilitation, or repair of existing assets (either in-kind or with improved assets) versus addition of new assets that expand the capacity of the railroad network?
	Existing Assets

%
	New Assets

%

	Provide a brief description (1-2 sentences) of the asset condition assessment used to determine the condition ratings reported below.
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